


Engine Type
Engine Capacity
Max Output 46.3 KW (63 BHP) @ 3200 rpm 52.2 KW (70 BHP) @ 3200 rpm    

Max Torque 195 Nm (19.38 kgm) @ 1400 - 2200 rpm
200 Nm (20.39 kgm) @ 1400 - 2200 

rpm
Max Speed
Clutch Type
Gearbox

Steering Type

Front

Rear
8 leaves Rigid leaf spring suspension

Hydraulic Double Acting, Telescopic shock 
absorbers

9 leaves Rigid leaf spring suspension
Hydraulic Double Acting, Telescopic 

shock absorbers

Type

Front
Rear

57 60
Wheelbase 3264 3260
Overall Length 5219 5215
Overall Width 1700 1700
Overall Height 1865 1865
Loading Deck 
Dimensions/Bucket 
Capacity (mm)

2765 (9.07 ft) X1700 (5.57 ft) X 650 2765 (9.07 ft) X1700 (5.57 ft) X 650

Turning Radius 13 mtr 13 mtr
Pay Load (kg) 1500 1700
Max. GVW (kg) 3220 3425
Kerb Weight (kg) 1720 1725

Compression Ignition, Four stroke, DI, TC.
2523

Engine

VARIANT

Transmission & 
Driveline

Single Plate Dry Clutch
5 Forward, 1 Reverse

 1.5T  1.7T

Dimensions

80 kmph/ 110 kmph

Tandem Master Cylinder With Vacuum Assisted Servo with Auto adjuster - LSPV

Front - Disc brakes
Rear - Drum brakes

Suspension

5 leaves Rigid leaf spring suspension, 
Anti-roll bar provided at front

Brakes

5.5 J x 15,  7.00 R15, 12 PRWheels & Tyres
Fuel Tank Capacity (Ltrs.)

Power Steering

Weight

Warranty
Seating Capacity D + 1

1 year / 60,000 kms


